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NOTES:
1. THIS DRAWING ILLUSTRATES A TYPICAL ASPHALT CONCRETE ROAD SECTION, ALTERNATIVE II.
ACTUAL SURFACING DESIGN FOR ARTERIALS AND COMMERCIAL ACCESS STREETS SHALL BE
BASED ON SOILS AND TRAFFIC ANALYSIS PER SEC. 4.03.
2. GRADES:
MINIMUM 0.5%
MAXIMUM SEE KING COUNTY ROAD STANDARDS, SECS. 2.02, 2.03. 2.04. AND 2.11. |
3. FOR WIDTHS OF PAVEMENT, SHOULDER, AND RIGHT—OF—WAY, SEE KING COUNTY ROAD STANDARDS, SECS. 2.02, 2.03, AND 2.04.
4. FOR CLEARANCE OF UTILITY POLES SEE SEC. 8.02G AND DWG. NO. 5-001.
5. SEE KING COUNTY ROAD STANDARDS, CHAPTER 7 FOR CATCH BASIN AND STORM SEWER LOCATIONS.
6. NOTCH TOE OF RETAINING WALL AS NECESSARY TO INSTALL CURB INLET.
D
E
3. SIDEWALKS SHALL BE 8 FT. WIDE IN BUSINESS DISTRICTS AND 6.5 FT. WIDE ON ARTERIALS IF NEXT
TO TRAFFIC LANE, 5 FT. WIDE IF NEXT TO PARKING OR BIKE LANE, OR BEHIND PLANTING STRIP
SEE SECTION 3.02B.
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